GAME: POOL SHARKS

SUBJECT: A/C SELECT RELAY (SOLENOID 12) FAILURE.

INFORMATION: FOUR PROCEDURES ARE RECOMMENDED TO PREVENT FAILURE OF THE A/C SELECT RELAY (SOLENOID 12) LOCATED ON THE AUX POWER DRIVER BOARD.

1. ROM UPDATE:
   A SOFTWARE PROBLEM MAY CAUSE THE A/C SELECT RELAY (SOL. 12) TO FAIL. REPLACE THE ROMS CURRENTLY IN POSITIONS U26 AND U27 WITH ROMS LABELED LA5.

2. KNOCKER COIL BRACKET SHORTED TO GROUND:
   THE KNOCKER COIL BRACKET, LOCATED IN THE UPPER LEFT CORNER OF THE BACKBOX SHOULD NOT COME IN CONTACT WITH GROUND. BE SURE THAT THE GROUND BRAID DOES NOT TOUCH THIS BRACKET.

3. DIVERTER COIL SHORTED TO GROUND:

4. ADD A 2.2uf, 250V, 20% CAPACITOR ACROSS PINS 2 AND 6 OF THE A/C SELECT RELAY.

THANK YOU,

MIDWAY MANUFACTURING CO.
SERVICE DEPARTMENT